
 

 

BS EN 558-1 (16) 

BS EN 1092-2 PN16 / ANSI B16.5 

BS 5155 / ISO 5752 / API 594 

API 598 

 

 

 

PN 16 CHECK VALVE 
(Wafer Type) 

1

2

3

4

5

6

BODY 

SEAT

DISC

PIN 

PLUG

SPRING 

CAST IRON (EN-GJL-250) / GG25

RUBBER  (NBR / EPDM)

STAINLESS STEEL 304 

STAINLESS STEEL 304 

STAINLESS STEEL 304 

STAINLESS STEEL 304 

(EN-GJS-400) / GGG40

RUBBER ( NBR / EPDM)

 STAINLESS STEEL 304 

STAINLESS STEEL 304 

STAINLESS STEEL 304 

STAINLESS STEEL 304 

 

ASTM A216 Gr. WCB 

RUBBER ( NBR / EPDM) 

STAINLESS STEEL 304 

STAINLESS STEEL 304 

STAINLESS STEEL 304 

STAINLESS STEEL 304 

DN

L

D

D1

50

43

107

67

65

46

127

80

80

64

140

94

100

64

142

115

125

70

192

145

150

76

218

170

200

89

273

224

250

114

328

265

300

114

378

310

350

127

438

360

400

140

489

410

450

152

539

450

500

152

594

505

600

178

690

624

34

COMPONENT 

Applications:  Regulation & Control of  Oil and Gas, Hot and Cold Water, Fluids, Air, Steam, Raw and Sea Water 

Dimensions in mm

DESIGN STANDARD 

END CONNECTION 

END TO END

TESTING STANDARD 

STANDARDS 

SPECIFICATIONS 


